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Looking forward.

CUSTOMISED SILENT BOOTHS



CUSTOMISED SILENT BOOTHS

The new acoustic booths from EYMASA are the result of 30 years of experience. Always offering tested, verified
and highly valued products in more than 60 countries. This makes them the booths with the highest reputation

in the market. The new EYMASA booths add to their traditional panel system a new metal profile assembly. They
are easier to assemble, more hermetic, versatile and non-deformable. This allows the possibility to make different
configurations. Optionally, any kind of configuration and measurement is possible by the request of our clients.
Constructed over tilting bases, reducing vibrations. Always according to the most rigorous standards of quality
according to the norms 93/42/CEE and UNE EN-ISO 13485.
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CONECTION CODNNECTION  INTERIOR OURBLE HILENT AL OSCILATING

BMIOIDELS REFERENCE CDHNSTRUMCTION WENTILATION PLATES IE.'] le LIGHT BLOCES ol BASE
A-5R Td OHOS0ASETD Free x q:rt x x X X X
A-5R TS QPOS0ASETT Free x I:ll|:|'t x x X X X
BA-5R 520 OPIS0ASEBD - Foroed X x x x X X
A-5R 55 QPOS0ASRET Foroed X x x X X X
A-5R 50 | OPIS0ASRSD Foroed X x x x X X
A-5R 55 QPIN0ASRST Foroed X x x X X X
B-SR 7O QB303085RT0 Free x I:q:rt x x x X X
B-5R 75 QB0IDESRTI Free x I:ll|:|'t x x X X X
B-5R B QB0I0ESRBE0 Foroed X x x x X X
B-5R 85 QXI30ESRES Fizted Wood Forced ¥ E 8 E 8 L4 X ¥
B-5R 50 OB0I0ESRSD Foroed X x x x X X
B-5R 55 QB0IDESRSS Foroed X x x X X X
C-SRTD O30ICSRETD Free x ot x x x X X
C-5R TS QB0IDCERTS Free x I:ll|:|'t x x X X X
C-5RBO O30 I0CSRB0 W Foroed X x x x X X
C-5R B5 Q30IDCERES Forced X x x X X X
C-5R 90 O30 I0CSRS0 Foroed X x x x X X
C-5R A5 QB0IDCERSS Forced X x x X X X

EXTRA ELEMENTS APPLICABLE TO ALL MODELS: SOUND ISOLATION LEVEL: 8kHz

*  Wheelchair access ramp (indoor or outdoor)

* Forced ventilation A6 64

+ Exterior table

* Audiometer connection cables (more than 3) B 58

+ Sparelamp

+ Exterior table c4 49

* Acoustic isolation certificate

+ Connection panel (6) + power outlet + general switch *Measured in situ

+ Connection panel (9) + USB + power outlet + general

switch PANEL CONSTRUCTION:

Free field loudspeakers’ connector

Conductive mat with a separate ground connection
Faraday cage

LED emergency light (with rechargeable batteries)
Motion sensor lamp
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Dali system: luminarie dimmer, power botton and C B
colour managemen
« Air flow regulator
* Inside/outside intercom system
MEASURES (W X L X H) WOOD PLATED WOOD METALIC

+ Costumized measures and configurations available

70 75 80 85 20 95

110x110x200cm 110x200x200cm 200x200x200cm 200x300x200cm 200x400x200cm 200x400x200cm
(100+200cm) (200+200cm)
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www.eymasa.com & +34 938 115 995
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